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CHECK VALVE (AS SPECIFIED)

CENTERING GUIDES (AS SPECIFIED)
1. FOR DROP PIPE, ONE ABOVE PUMP
& EVERY 100'(30.5 m) TO
WITHIN 100'(30.5 m) OF TOP.

2. FOR CASING WHERE INNER CASING
< 1/2 OUTER CASING, ONE EVERY
300'(91.4 m) STARTING AT BOTTOM OF
INNER CASING.
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ONE PIPE LENGTH

PUMPING WATER LEVEL
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5'(1524 mm)
(OR AS SPECIFIED)

TORQUE ARRESTOR (AS SPECIFIED)

FLOW INTAKE SCREEN (AS SPECIFIED)
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WELL SCREEN (AS SPECIFIED)

IMPERVIOUS MATERIAL OR
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WATERTIGHT CONDUIT VENTED ALUMINUM WELL CAP (AS SPECIFIED)
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STEEL CASING (AS SPECIFIED)

STANDARD PITLESS ADAPTER (AS SPECIFIED)

CEMENT GROUT-2"(51 mm) MIN. THICKNESS
(SEE SPECIFICATIONS FOR REQUIRED DEPTH).

WHEN WELL IS CASED WITH PVC, EXTEND PVC TO
PITLESS ADAPTER.

DROP PIPE (AS SPECIFIED)

WELL CASING (AS SPECIFIED)

CHECK VALVE

ELECTRIC PUMP CABLE (AS SPECIFIED)

CHECK VALVE AT PUMP

SUBMERSIBLE PUMP (AS SPECIFIED)

DEPTH SPECIFIED

1. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS
FOLLOWING THE ENGLISH UNITS.
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